


1  Move carton to a clean location with 3 

or more feet of room around the unit.  

2  Remove outer cardboard from crate.  

3  Remove all bolts from metal crate with 

9/16ó wrenches or socket. 

4  Remove metal crating and unpack all 

parts.  

5  Place parts out on the floor and take 

inventory making sure of proper quan-

tities. At this time, if missing or damaged 

parts, call or email us.  

6  Remove bolts and nuts at lower front A -

arms 
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7  Remove axle straps and discard.  

8  Locate white box with battery.  

9  See Battery Fill Procedure Instruction 

Sheet.  Fill battery according to Instruc-

tion Sheet . Let sit.  

10  Lay out all hardware on a clean work 

bench. Take inventory per hardware 

list.  

11  Locate one of the long cage bars.  
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12 Place bar on front pin above head-

light.  
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15  Install with washer into front of bar 

from the outside.  
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13  Place rear of bar onto pin at rear be-

hind seat.  

14  Locate 2 long bolts, 4 nuts & 8 

chrome cup washers.  

GOKARTMASTERS.COM  

GOKARTMASTERS.COM  

16  It may be necessary to align the hole 

in the bar with a screwdriver.  

17  Install a second cup washer and the 

nut.  

NOTE: DO NOT TIGHTEN AT THIS TIME. 
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18  Install bolt, washers and nut at rear of 

bar.  
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22  Place the side bar onto the passen-

gerõs side of the go-kart.  

23  Turn the plastic cap with a pair of pli-

ers to align the side bar to the top 

bar.  
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19  Repeat steps 16-19 for the other top 

bar.  

20  Locate the passenger side bar.  
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21  Locate 4 large bolts, 6 cup washers 

and 2 nuts.   
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24  It is necessary to tap the plastic cap 

all the way onto the bar. Use a plastic 

or rubber mallet or a block of wood with a 

standard hammer.  
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25  Install the top bolt & washer first. 

Start the threads but do not tighten.  

26  Now, install the bottom bolt and 

washer from the front.  
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27  Install the second washer and nut on 

the bottom bolt.  

 

NOTE: DO NOT TIGHTEN THE HARDWARE.  
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28  Repeat steps 20-27 for the driverõs 

side bar.  

29  Locate the top bar weldment assem-

bly.  
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30  Locate 4 large bolts and 4 chrome 

cupped washers.  
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31 Install the top bar assembly.  

32  Start each of the 4 bolts with cupped 

washer into the threads of the top bar.  

NOTE: DO NOT TIGHTEN HARDWARE .  
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34 Locate 2 long bolts and 2 chrome 

cupped washers.  

35 Install the short bar behind the seats. 

Start the bolts with washers into the 

threads.  
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33  Locate the short rear bar.  

 

GOKARTMASTERS.COM  

36  Tighten ALL of the bar bolts previ-

ously installed with a 10mm & 12mm 

wrenches.  
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